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City of San Leandro
Civic Center, 835 E. 14th Street
San Leandro, California 94577
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2550 DAVIS STREET REMEDIATION
PROJECT NO. 08-593-52-248

ADDENDUM NO. 1

March 17, 2010

TO:  All Prospective Bidders

The additions and/or deletions contained in this Addendum shall be made a part of the plans and specifications
and contract documents for the above described project, and shall be subject to all applicable requirements

hereunder, as if originally shown and/or specified.

SPECIFICATIONS:

Item 1,01 “NOTICE TO BIDDERS”, Item 4 — REVISE paragraph to read as follows:
“A Class “A” General Engincering and “HAZ” Hazardous Substance Removal Certification
Contractors Licenses are required for this work, No bid will be accepted from a Contractor who
has not been licensed in accordance with Chapter 9 Division 3 of the Business and Professional
Code.

Item 1.02 “CONTRACT PRICE SCHEDULE?”, page 14&30- Submit the attached REVISED contract
price schedule titled, “Contract Price Schedule — ADDENDUM NO. 17, with your proposal.

Item 1.03 Section 2-9.2 “Survey Service”— DELETE the “Construction Staking Request” Form in it’s
entirely from the Contract Book. All surveying and staking are to be included in the price of the
contract.

Item 1.04 Section 7-5 “Permits”— ADD the following permit to this section:
“OSHA Annual Excavation Permit”

Item 1.05 Section 7-10.2.1 “CONSTRUCTION STAGING/STOCKPILE LOCATION”- DELETE this
paragraph and replace with the following sentence:
“The project site may be used as the Contractors staging location.”

Item 1.06 Section 9-3.6 “BID ITEM DESCRIPTIONS”, Item 2 — REVISE the measurement and payment
for this bid item as follows: '
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March 17, 2010

Project No. 09-593-52-248 Page2

" Addendum 1

Item 1.07

Item 1.08

Item 1.09

'Ifem 1.10

Item 1.11

DRAWINGS:

Item 1.13

Measurement and payment for the Bid item shall be per Ton (TN).
Section 9-3.6 “BID ITEM DESCRIPTIONS” — ADD bid item Nos. 6 as follows:

6) CHAIN LINK FENCE REMOVAL AND REPLACEMENT — Work for this bid item shall
include all labor, equipment, and material to repair and replace existing chain link fence and posts
as necessary to ingress and egress for project activities. Chain link fence shall be restored fo
existing or better condition. Project site shall be secured at the end of each work day.
Measurement and payment for this Bid Item shall be Lump Sum (LS).

Section 10-2,2.1 “Permit Acquisitions” — DELETE the first paragraph in it’s entirely and
REPLACE with the following paragraph:

“Provide written notification of upcoming project work to Bay Area Air Quality Management
District (BAAQMD), Occupational Safety and Health Administration (OSHA) and other agencies
as required. The OSHA notification shall be made using the “OSHA Activity Notification” form
and be faxed a minimum of 24 hours prior to excavation work. The Contractor shall be required to
have an OSHA Annual Excavation Permit for this work.”

Section 10-2.2.2 “Excavation Activities” — ADD the following sentence to the end of the third
paragraph:

“All personnel shall have the 40-hour OSHA Hazardous Waste Operations and Emergency
Response Standard (HAZ WOPER) training prior to beginning field operations.”

Section 10-2.3 “Project Management and Report Preparation®” — DELETE the second
paragraph in it’s entirely and REPLACE with the following paragraph:

“Upon completion of all activities, a Removal Action Completion Report shall be prepared by a
Registered Geologist {RG) or Professional Civil Engineer (PE) registered in the State of
California, documenting all excavation and sample analysis, indicating that soil contamination at
the site has been addressed and the site is ready for redevelopment.”

Log of Borings — The attached soil borings log data is included in this addendum, indicating
groundwater levels at the project site and is herein included as part of this project.

SHEET 1- REVISE note 9 to read as follows:

“9) Install stabilized construction entrance per City standard drawing no. 606 case 3101. The
stabilized construction entrance shall be constructed a minimum of 40 feet away from the SB-1
excavation area to avoid conflict with remediation activities. The construction entrance shall
remain in-place after project completion.
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Item 1.14 SHEET 1- ADD note 10:

“10) Remove and Replace the existing chain link fence and posts as necessary to ingress and
egress for project activities.

PLEASE NOTE BID OPENING REMAINS WEDNESDAY, MARCH 24, 2010 AT 11:00AM

Acknowledge this addendum in your Proposal. The bid opening date and time, Wednesday, March 24,
2010 at 11:00am, remains unchanged. If you have any questions, please call Kevin Chun, Project Manager, at

577-3412.

Very truly yours,

enndth JoSeph, P.E., City Engineer
Engineering and Transportation Department

ACKNOWLEDGEMENT-Addendum 1

I hereby acknowledge receipt of this Addendum for the above noted project.

Date:

(Signature)

(Business Name — Please Print)

ce: Internal Plans & Specs Distribution List
COSL Current Plan-holders



CONTRACT PRICE SCHEDULE - ADDENDUM NO. 1

Item Description Estimated  Unit of Item UNIT Price Hem UNIT Price TOTAL
No. Quantity  Measure (in Words) (in Figures) = PRICE
(A) ' (B) (in Figures)
. _ (AxB)
1. Mobilization (Not to 1 LS
exceed 5% of total
contract)
2. Excavation and 480 TN
Disposal
3. Waste Profiling and 30 EA
Confirmation Sampling
4. Removal Action ‘ 1 LS
Completion Report
5. Aggregate Base Backfill 600 TN
6. Existing Chain Link 1 LS
Fence Removal and
Replacement
TOTAL BID:
(In Words)
TOTAL BID:
(In Figures)
Last Revised: 12-2009 Page 14 ‘ Proposal

2550 Davis Street Remediation Project No. 09-593-52-248



ENVIRONMENTAL ENGTNEERING,

GEOLOGIC LOG OF BOREHOLE: SB-1 PAGE 1 OF 1

DRILLER: Fisch Dirilling
DRILLING METHOD: Direct Push
BORING DIAMETER: 2"
LOGGED BY: E. Hightower

PROJECT: 3072 DATE DRILLED: 4/4/2008

San Leandro
DEPTH TO GW. 16 ft.

T.0.C. TO SCREEN: N/A
SCREEN LENGTH: N/A
APPROVED BY: M. Sepehr, PH.D., P.E.
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ENYIRONMENTAL ERGINEERING, INC.

GEOLOGIC LOG OF BOREHOLE: $B-2 PAGE 1 OF 1

PROJECT: 3072 DATE DRILLED: 4/4/2008

San Leandro ' '

DRILLER: Fisch Drilling DEPTH TO GW. 12

DRILLING METHOD: Direct Push T.0.C. TO SCREEN: N/A

BORIN.G DIAMETER: 2“_ SCREEN LENGTH: N/A

LOGGED BY: E. Hightower APPROVED BY: M, Sepehr, Ph.D., P.E.
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GRAVELLY CLAY (CL): Dark gray: hard; moist; fine-grained gravel; no PHC odor.
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ENVIRONMENTAL ENGINEERING, INC.

GEQLOGIC LOG OF BOREHOLE: SB-3 PAGE 1 OF 1

- PROJECT: 3072

DRILLING METHOD: Direct Push

DATE DRILLED: 4/4/2008

San Leandro - |

DRILLER: Fisch Drilling

DEPTH TO GW: t12'
T.0.C. TO SCREEN: NfA
SCREEN LENGTH: N/A

BORING DIAMETER: 2"
LOGGED BY: E. Hightower

APPROVED BY: M. Sepehr, Ph.D., P.E.
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2 5 CLAY (CL): Dark gray with gray moftling; stiff; moist; no PHC odor.
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"N'- GRAVELLY CLAY (CL): Gray with light gray moltfing; stiff, moist; fine-grained

gravel; no PHC odor. SZ
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SRR

| 15—

™ K SP SAND (SP): Dark gray; firm; wet; fine- to medium-grained sand; no PHC odor.
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GECLOGIC LOG OF BOREHOLE: SB-4

PAGE 1 CF 1

PROJECT: 3072

SITE LOCATION: 2550 Davis Street
San Leandro

DRILLER: Fisch Drilling
DRILLING METHOD: Direct Push
BORING DIAMETER: 2"
LQGGED BY: E. Hightower

DATE DRILLED: 4/4/2008

DEPTH TO GW:12'

T.0.C. TO SCREEN: N/A
SCREEN LENGTH: N/A

CASING ELEVATION: N/A

APPROVED BY: M. Sepehr, Ph.D., P.E.
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GM GRAVELLY SAND (FILL): Brown; loose; dry; fine-grained gravel; fine- to
med-grained sand; no Petroleum Hydrocarbon (PHC) odor. '
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CLAY (CL): Black; stiff; moist;rnb PHC odor.

CLAY (CL): Olive-brown; firm; moist; no PHC odor.

CLAY (CL): Olive-gray; stiff, moist; no PHC odor.
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GRAVELLY SAND (GP): Reddish-orange; loose; dry; fine-grained grave; fine-

CLAY (CL): Dark gray; firm; wet; no PHC odor.

SAND (SP): Light brown; med, dense; wel; fine-grained sand: no PHC odor.
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COMMENTS: TD @ 16' BGS




